LD1.0OM
LD1.2M
MD1.2M
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GEARBOX

RATIO
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: 1,50
: 1,46
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PTO

A4
A4
A4
A6
A6
A6
A6
A6
A6

HEAVY DUTY models include |
O All models can be offset

U Entire cutter assembly constructed from
individually replaceable high tensile steel
components

O Manufactured using 5mm thick steel plate
reinforced with channel iron

v' Cutting with 1.0M, 1.2M, 1.5M, 1.8M, 2.1M & 3M
v' High blade tip speed for neater finish
v" Low power requirement to save fuel on LD & MD machines

v" Optional with round flail plate
Low maintenance

Long working life



ORCHARD MULCHER

o This Mulcher has been designed to mulch winter pruning's
of 75mm thick.
and in the summer wet grass of up to 1.5m high and
deposit the mulch on the row

o The Orchard Mulcher is fitted with a double blade
system carrying a total of 8 blades.

MODEL OPERATING GEARBOX PTO
POWER KW RATIO

HD1.30M 45-60 1:1,93 A6

HD1.50M 60-80 1:1,93 A6

HD1.80OM 60-80 1:1,93 A6




GRASS MULCHER

FINE CUTTING
MODEL OPERATING GEARBOX PTO
POWER KW RATIO
HD1.5GM 40-60 1:1,93 A6
HD1.8GM 45-60 1:1,46 A6
HD2.1GM 75-100 1:1,46 A6
HD2.4GM 55-70 1:1,46 A6
HD3.0GM 60-100 1:1,46 A6

o Standard range of cutters fitted with mulching attachment
which promotes the fine cutting of grass prior to an even discharge.

2.4M

Blade carrier beam

Flighted blade type

Option blade carrier triangular




ROLLER MOWER

INDUSTRIAL MOWERS
This one is a
WIiRNRer
MODEL OPERATING GEARBOX PTO
POWER KW RATIO
LD1.0R 10-28 1:1,93 A4
' LD1.2R 15-35 1:1,93 A4
O Cutting width 1.2m, 1.5m and 1.8nm MD1.2R 28-45 1:1,93 A4
O Even cutting distributed over entire width MD1.5R 35-55 1:1,93 Ab
O  Precise mowing height adjustment HD1.5R 40-80 1:1,93 A6
O Perfectly safe to use in populated areas HD1.8R 45-80 1:1.50 A6
O Offset and central mounting positions i 7
O Very low power requirements
O High cutting speed

The Roller Mower combines the strength of a rotary
Slasher with precise cutting height, high blade tip

speed and even distribution of cuttings.



CROP MULCHER

MODEL OPERATING GEARBOX PTO
POWER KW RATIO

HD1.5CM 40-60 1:1,46 A6

HD1.8CM 45-60 1:1,46 A6

HD2.1CM 60-80 1:1,46 A6

o Crop mulcher has been designed to mulch pineapple, cotton and other plant material.
o The unit is fitted with a double blade system carrying a total of 8 blades.



ROTARY HAYSPREADER

o Does not double chop crop )

Height from
o Wide adjustable windrow give high capacity 20-150mm
without clogging

o Neat clean cut

MODEL OPERATING GEARBOX PTO
POWER KW RATIO

RS1.5HS 30-60 1:1,46 A6

RS1.8HS 40-60 1:1,46 A6

RS2.1HS 50-100 1:1,46 A6




)
L X4

Unigue combination of blades and conditioners can cut and condition
most crops simultaneously

Places hay in well aerated windrows to assist the drying process

Can be operated with two or four blades in order to handle unusual crops
or conditions

+* Manufactured from high tensile steel components

) )
L X X4

MODEL OPERATING GEARBOX PTO
POWER KW RATIO

WR1.5HC 30-50 1:1,46 A6

WR1.8HC 40-60 1:1,46 A6

WR2.1HC 60-80 1:1,46 A6

WR3.0HC 70-80 1:1,1 A6

Extremely robust, fully welded deck construction. Boasts a high underbody clearance, machines
Are fitted with the unique sickle blade which is complimented by the range of ratios available.
making this machine unbeatable. It will not only mow your crop but condition it as well.



